
CSR PIPE

DEPTH OF BEDDING CONSTRUCTION IN 
ACCORDANCE WITH BS EN 1610:2015 7.2.1
(150mm MINIMUM BEDDING)

SURROUND WIDTH IN ACCORDANCE WITH 
BS EN 1610: 2015 6.3.3 (BASED ON 
SPECIFIED BACKFILL)

PIPE BED AND SURROUND TO BS EN
9295:2020 TABLE 15, CLASS S1.
SINGLE SIZE GRAVEL(10mm-20mm)

COVER DEPTH IN ACCORDANCE
WITH BS EN 1610:2015 7.1
(300mm MINIMUM COVER)

SELECTED BACKFILL MATERIAL AS 
SPECIFIED BY THE DESIGNER

MINIMUM COVER TO CROWN OF CSR PIPES TO BE 0.9m 

(1.2m FOR PIPES IN ADOPTABLE ROADS).  FOR SHALLOWER 

DEPTH, FLOTATION AND CONSTRUCTION PHASE REFER TO 

AQUASPIRA TECHNICAL MANUAL FINISHED LEVEL

CSR ACCESS TURRET CONSTRUCTION 

DETAILS FOR LANDSCAPE/FIELD AREAS 

(FRONT VIEW)

C.L: VARIES

MANHOLE COVER

PRECAST CONCRETE SLAB OR IN-SITU CONCRETE 

SLAB TO SUPPORT COVER AND FRAME

PRECAST CONCRETE COVER SLAB

IN-SITU CONCRETE FOOTING

PIPE SURROUND TO BS EN 9295:2020 TABLE 15, 

CLASS S1 SINGLE SIZE GRAVEL (10mm-20mm)

PRECAST CONCRETE COVER SLAB

PRECAST CONCRETE SLAB OR IN-SITU CONCRETE 

SLAB TO SUPPORT COVER AND FRAME

MANHOLE COVER

CSR ACCESS TURRET CONSTRUCTION 

DETAILS FOR HIGHWAYS/TRAFFICKED AREAS

(FRONT VIEW)

C.L: VARIES

IN-SITU CONCRETE FOOTING

PIPE SURROUND TO BS EN 9295:2020 TABLE 15, 

CLASS S1 SINGLE SIZE GRAVEL (10mm-20mm)

CSR ACCESS TURRET CONSTRUCTION 

DETAILS FOR LANDSCAPE/FIELD AREAS 

(SIDE VIEW)

C.L: VARIES

IN-SITU CONCRETE FOOTING

PRECAST CONCRETE COVER SLAB

PRECAST CONCRETE SLAB OR IN-SITU CONCRETE 

SLAB TO SUPPORT COVER AND FRAME

MANHOLE COVER

CSR ACCESS TURRET CONSTRUCTION 

DETAILS FOR HIGHWAYS/TRAFFICKED AREAS

(SIDE VIEW)

PIPE SURROUND TO BS EN 9295:2020 TABLE 15, 

CLASS S1 SINGLE SIZE GRAVEL (10mm-20mm)

IN-SITU CONCRETE FOOTING

PRECAST CONCRETE COVER SLAB

PRECAST CONCRETE SLAB OR IN-SITU CONCRETE 

SLAB TO SUPPORT COVER AND FRAME

MANHOLE COVER

C.L: VARIES
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DETAIL A

4mm CORRUGATED FORMER 

BY AQUASPIRA

1:40

TYPICAL CONSTRUCTION DETAILS
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